RECON™
Citrus Solvent Cleaner/Degreaser

Product Description
RECON Citrus Solvent Cleaner is an advanced degreaser and deodorizer that utilizes a citrus based solvent. This multipurpose concentrate instantly emulsifies grease, oils and fats without the use of harsh acids, caustics/alkalines, petroleum distillates, butyl solvents, chlorinated solvents or ozone depleters. This citrus based, ready-to-use product has an extremely powerful cleaning ability with a pleasant natural citrus fragrance to deodorize effectively even under the most extreme conditions.

Application Information

**DIRECTIONS**

FOR CLEANING and DEODORIZING:
Dilute 2 to 4 ounces of concentrate per gallon of warm water. Sponge or spray onto surface and allow to stand a few moments. Wipe clean with a clean cloth or sponge.

FOR MACHINERY, ENGINES, RUBBER BURNS, GRAFFITI and HEAVY INDUSTRIAL CLEANING:
Dilute concentrate 6 ounces per gallon of warm water. Mop, spray, or sponge onto surface and allow to stand at least 5 minutes. Scrub or brush thoroughly and rinse with clean water.

FOR GREASE TRAPS:
Add 6 ounces weekly to all drain openings and allow to stand at least 10 minutes before flushing.

FOR TOILETS, SINKS, URINALS, SHOWER STALLS, BATHTUBS, CHROME FIXTURES and CERAMIC TILES:
Dilute 2 to 4 ounces per gallon and apply to surface, allowing to stand a few moments. Rinse away all soap film, scale and grime.

FOR CARPETS, RUGS, UPHOLSTERY and FABRICS:
Dilute 6 ounces of concentrate per gallon of warm water. Apply with a sprayer or clean cloth. Do not over-wet. Gently work out gum, tar, grease, oil, etc. Blot dry with clean cloth.

FOR ODOR CONTROL AROUND DUMPSTERS, GARBAGE DISPOSALS, SEPTIC TANKS, SEWAGE PLANTS, KENNELS, ETC.:
Dilute 4 ounces of concentrate per gallon of water. Spray or mop onto area to be treated and allow to stand. Around sewage treatment plants apply by the drip method or fogging.

NOTE: Pretest all plastic surfaces prior to use.

**CAUTION**
EYE IRRITANT. SKIN IRRITANT WITH PROLONGED OR REPEATED CONTACT. Avoid contact with skin, eyes, and clothing. Wear protective rubber gloves when using this product. Avoid breathing of vapors or mists. Wear protective eye wear when danger of mist contact may occur. Do not take internally. Keep out of the reach of children. Use in well-ventilated areas only. Store in a dry place at temperatures between 40°F (4.5°C) and 90°F (32°C).

COMBUSTIBLE LIQUID. Keep away from heat and flame. Do not smoke. Use only with adequate ventilation. Keep container upright to prevent leakage. Close container after each use. In case of spillage, absorb and dispose in accordance with local applicable regulations.

For professional use only. Read and understand the Safety Data Sheet (SDS) before using this product.
Application Information

**FIRST AID**

EYE CONTACT: Flush with water for at least 15 minutes. If irritation persists, call a physician.

SKIN CONTACT: Wash thoroughly with water. If irritation persists, call a physician.

INGESTION: Immediately drink large quantities of water. Do not induce vomiting. Call Poison Control Center or physician immediately.

INHALATION: Remove to fresh air. Seek medical attention if victim is not responsive.

IN CASE OF FIRE Use dry chemical, carbon dioxide, water spray fog or alcohol foam. Closed containers may rupture or explode when heated. Keep cool with water spray.

---

**CAUTION!**

**KEEP OUT OF REACH OF CHILDREN.**

Do not take internally. Close container after each use.

Keep from freezing.

Store between 40°F (4.5°C) and 90°F (32°C)

24 hour Emergency “CHEM-TEL” - 800.255.3924

---

For Technical Information call 800.342.3755

These suggestions and data are based on information we believe to be reliable. They are offered in good faith, but without guarantee, as conditions and methods of use of this product are beyond our control. Neither ICP Construction, Inc., nor its agents shall be responsible for the use or results of use of this product or any injury, loss or damage, direct or consequential. We recommend that the prospective user determine the suitability of this product for each specific project and for the health and safety of personnel working in the area.

**RECON™,** the **RECON™** Logo and other marks in this literature are trademarks of ICP Construction, Inc.

150 Dascomb Rd  •  Andover, MA 01810  •  www.fiberlock.com  •  800.342.3755